
The Lippmann LC300T Tracked Cone Plant delivers superior performance while being designed for achieving higher capacity, premium product 
quality, and optimum versatility with improved fuel efficiency. This plant is equipped with a user friendly remote control, which featured a machine 
stop function in case of an emergency, and can be used  wirelessly or plugged in. 

•	 300Hp Cone Crusher

•	 Volvo Penta or CAT engines

•	 Tracked

•	 Integrated hopper with folding rear door

•	 I-beam plate fabricated chassis construction

•	 Large gap between crusher discharge and main 
conveyor

•	 Open chassis design for ease of maintenance

•	 Fast setup time

LC300T TRACKED CONE PLANT
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SPECIFICATIONS

Hopper extensions
Water pump and dust suppression system

Various cone liner options
Work lights

Belt Scale
Refueling pump

ADDITIONAL OPTIONS
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LC300T

Cone Crusher
  RPM
  Feed Opening
Feed Conveyor
  Operating Speed
Hopper
Discharge Conveyor
  Discharge Height

LC300
750-950
41”
36”
Variable
6.5 Cubic Yards
48”
12’ 9”

Horsepower
Diesel
Diesel Hp
Cone
Feed Conveyor
Discharge Conveyor
Diesel Tank Capacity
Hydraulic Tank Capacity

C13
440Hp
Direct Drive
33.8 gpm
23.7 gpm
290 gal
211 gal

Track
Width
Length
Height
Speed

Overall Weight

15’ 7”
13’ 5”
32”
0.9mph
110,000 lbs


